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ENTERTAINMENT VERGLEICH

MS-RA770 MS-RA670 MS-SRX400 MS-RA70 MS-RA70N

SPECIFICATIONS
PEAK POWER 280 W (4x70 W) 280 W (4x70 W) 140 W (2x70 W) 200 W (4x50 W) 200 W (4x50 W)

AMPLIFIER Class-D Class-D Class-D Class-AB Class-AB

MULTI-ZONE TECHNOLOGY 4 zones 3 zones No 2 zones 2 zones

DISPLAY 4.3” optically bonded color LCD 
touchscreen 2.7” optically bonded color LCD 2.7” optically bonded color LCD 128x64 optically bonded 

monochrome LCD
128x64 optically bonded 

monochrome LCD

LINE OUT 4 (1 x L + R per zone) 3 (1 x L + R per zone) 1 (1 x L + R) 2 (1 x L + R per zone) 2 (1 x L + R per zone)

SUBWOOFER OUT 4 (1 per zone) 3 (1 per zone) 1 (mono output) 1 (zone 1) 1 (zone 1)

AUXILIARY INPUTS 2 x RCA inputs 1 x RCA input No 1 x RCA input 1 x RCA input

SOURCES

TUNER AM/FM with RDS
(where available)

AM/FM with RDS
(where available)

AM/FM with RDS
(where available)

AM/FM with RDS
(where available)

AM/FM with RDS
(where available)

BUILT-IN WI-FI Yes No Yes No No
iPod/iPhone Yes Yes No Yes Yes
ANDROID/WINDOWS MTP SUPPORT Yes Yes No No No
AOA SUPPORT Yes Yes Yes Yes Yes
USB Yes - 1 connection Yes - 1 connection No Yes - 1 connection Yes - 1 connection

BLUETOOTH® WIRELESS TECHNOLOGY Yes Yes Yes Yes Yes

SIRIUSXM READY Yes (continental US
& Canada only)

Yes (continental US
& Canada only) No No MS-RA70NSX only (continental US 

& Canada only)

DVD/CD VIA hdmi CONNECTION No No No No No

DVD/CD VIA COMPOSITE & COMPONENT 
CONNECTIONS No No No No No

AUDIO RETURN CHANNEL (ARC) No No No No No
OPTICAL AUDIO INPUT Yes Yes No No No
DAB+ READY Yes Yes No Yes MS-RA70N only

CONNECTIVITY
FUSION-LINK VIA NMEA 2000 Yes Yes No No Yes
FUSION-LINK VIA ETHERNET/WI-FI Yes Yes** Yes No No
FUSION-LINK VIA BLUETOOTH Yes Yes Yes Yes Yes
FUSION-LINK VIA ANT TECHNOLOGY Yes Yes No Yes Yes

MECHANICAL DESIGN
WATER RESISTANCE (IPX RATING) IPX7 front panel IPX6 & IPX7 front panel IPX7 front panel IPX7 front panel IPX7 front panel

MOUNTING OPTIONS Flush & flat Flush & flat Flush & flat Flush & flat Flush & flat

   188 x 60      188 x 60

NOTE: All full range and subwoofer line outs require external amplification.
** An external router is required for Wi-Fi connectivity.

           1691025 1691029          1691026 1691014       1691013Ferropilot/ELNA Art. Nr.  
UVP € inkl. Mwst.            749,95 € 549,95 €         449,95 € 349,95 €        399,95 €

EINBAUMASSE IN MM (BxHxT)        164 x 50 x 100          157 x 68 x 21       83 x 50 x 100       161 x 50 x 110 161 x 50 x 110

AUSSENMASSE IN MM (BxH)       192 x 82 102 x 49   110 x 70 

Ferropilot - A Brand of ELNA GmbH - Heidehofweg 22 - 25499 Tangstedt - Tel.: 04101/301 01 - info@ferropilot.de - www.ferropilot.de



MS-RA210 MS-RA55 PS-A302B WS-SA150W/B/R

SPECIFICATIONS
PEAK POWER 200 W (4x50 W) 180 W (4x45 W) 140 W 40 W (2x20 W)

AMPLIFIER Class-D Class-AB Class-D Class-D

MULTI-ZONE TECHNOLOGY 2 zones 2 zones No No

DISPLAY 2.7” optically bonded
color LCD 2.3” monochrome LCD No No

LINE OUT 2 (1 x L + R per zone) 1 (1 x L + R zone 1)

200 W (4x50 W)
Class-AB
2 zones

 1 (zone 1) 1 x RCA output No

SUBWOOFER OUT 2 (1 per zone) No 1 (zone 3) No No

AUXILIARY INPUTS 1 x RCA input 1 x RCA input 1 x RCA inputs 2 x RCA inputs No

SOURCES

TUNER AM/FM with RDS
(where available)

AM/FM with RDS
(where available)

AM/FM with RDS
(where available) AM/FM AM/FM

BUILT-IN WI-FI No No No No No
iPod/iPhone Yes No Yes Yes Yes
ANDROID/WINDOWS MTP SUPPORT Yes No No No No
AOA SUPPORT Yes No Yes Yes Yes
USB Yes - 1 connection No Yes - 1 connection Yes - 1 connection Yes - 1 connection

BLUETOOTH WIRELESS TECHNOLOGY Yes Yes Yes Yes Yes

SIRIUSXM READY Yes (continental US
& Canada only) No No No No

DVD/CD VIA hdmi CONNECTION No No No No No

DVD/CD VIA COMPOSITE & COMPONENT 
CONNECTIONS No No No No No

AUDIO RETURN CHANNEL (ARC) No No No No No
OPTICAL AUDIO INPUT No No No No No
DAB+ READY Yes No Yes No No

CONNECTIVITY
FUSION-LINK VIA NMEA 2000 Yes No Yes No No
FUSION-LINK VIA ETHERNET/WI-FI No No No No No
FUSION-LINK VIA BLUETOOTH Yes No Yes Yes Yes
FUSION-LINK VIA ANT TECHNOLOGY Yes No Yes Yes Yes

MECHANICAL DESIGN
WATER RESISTANCE (IPX RATING) IPX6 & IPX7 front panel IPX5 front panel IP65 IPX7 / floats

MOUNTING OPTIONS Flush & flat Flush & bail

IPX3 Black Box with IPX7 remote 

Flush & flat (remote) Flush, flat & surface Puck mount / screw, adhesive pad 
& puck

ENTERTAINMENT VERGLEICH

      1691030       1691007 1691027   1691023W/B/RFerropilot/ELNA Art. Nr.  
UVP € inkl. Mwst.       449,95 €        229,95 € 399,95 €           269,95 €

EINBAUMASSE IN MM (BxHxT)  157 x 68 x 22 130 x 50 x 52   155 x 60 x 110         320 x 132 x 50  236 x 82 x 139

AUSSENMASSE IN  MM (BxH)  104,6 x 49,8  160 x 71,5          Remote: Ø 65            341 x 152                 -

www.ferropilot.de

MS-BB100
1691022 
349,95 € 

No



SIGNATURE SERIE LAUTSPRECHER VERGLEICH

SG-F652W SG-TW10 SG-FT88SPWC
SG-FT88SPC

SPECIFICATIONS

SPEAKER SIZE 8.8” 8.8” 7.7” 7.7” 6.5” 6.5” 1” 8.8”

PEAK POWER (WATTS) 330 330 280 280 230 230 330 330 

RMS POWER RATING 
(WATTS) 130 130 100 100 75 75 60 130

EFFICIENCY (1W/1M ) 91dB 91dB 91dB 91dB 90dB 90dB 91dB 91dB

FREQUENCY RESPONSE 50Hz - 20kHz 50Hz - 20kHz 60Hz - 22kHz 60Hz - 22kHz 70Hz - 22kHz 70Hz - 22kHz 3kHz - 20kHz 50Hz - 20kHz

IMPEDANCE 4 Ohms 4 Ohms 4 Ohms 4 Ohms 4 Ohms 4 Ohms 4 Ohms 4 Ohms

TWEETER TYPE Silk dome Silk dome Silk dome Silk dome Silk dome Silk dome Aluminum dome Silk dome

CONE MATERIAL CURV CURV CURV CURV CURV CURV N/A CURV

VOICE COIL DIAMETER 1.5” 1.5” 1.4” 1.4” 1.2” 1.2” 1” 1.5”

EINBAUDURCHMESSER 188mm 188mm 156mm 156mm 136mm 136mm 51mm (Enclosure Diameter) 
224mm

EINBAUTIEFE 105mm 105mm 86mm 86mm 79mm 79mm 31mm (Enclosure Depth)
381mm

LED LIGHTING White / Blue No White / Blue No White / Blue No No White / Blue

AUSSEN Ø IN MM 247 247 220 220 200 200 74

    1691354/1691355 1691353 1691351/1691352 1691282   1691173/1691172Ferropilot/ELNA Art. Nr.  
UVP € inkl. Mwst. 

1691357/1691358      
469,95 € /499,95 €       379,95 €/399,95 €  349,95 € 329,95 €/349,95 € 129,95 €          899,95 €

    1691356
      469,95 € 

1691350 
299,95 € 

www.ferropilot.de

SG-FL882SPW 
SG-FL882SPC

SG-FL772SPW 
SG-FL772SPC

SG-FL652SPW 
SG-FL652SPCSG-F8822W SG-F7722W



XS SERIE LAUTSPRECHER VERGLEICH

  XS-FL77SPGW   XS-F77CWB XS-FL65SPGW XS-F65CWB XS-F40CWB

SPECIFICATIONS

SPEAKER SIZE 7.7” 7.7” 6.5” 6.5” 4”

PEAK POWER (WATTS) 260 260 200 200 120

RMS POWER RATING 
(WATTS) 65 65 50 50 30

 EFFICIENCY (1W/1M) 92dB 92dB 91dB 91dB 87dB

FREQUENCY RESPONSE 70Hz - 18kHz 70Hz - 18kHz 80Hz - 18kHz 80Hz - 18kHz 100Hz - 18kHz

IMPEDANCE 4 Ohms 4 Ohms 4 Ohms 4 Ohms 4 Ohms

TWEETER TYPE Aluminum dome Aluminum dome Aluminum dome Aluminum dome Aluminum dome

CONE MATERIAL Polypropylene Polypropylene Polypropylene Polypropylene Polypropylene

VOICE COIL DIAMETER 1.18” 1.18” 1.18” 1.18” 1”

EINBAUDURCHMESSER 162mm 162mm 135mm 135mm 99mm

EINAUTIEFE 77mm 77mm 67mm 67mm 54mm

LED LIGHTING RGB No RGB No No

www.ferropilot.de

1691290 1691288 1691289 1691287 1691286Ferropilot/ELNA Art. Nr.  
UVP € inkl. Mwst. 229,95 € 199,95 € 199,95 € 169,95 € 119,95 €

AUSSEN Ø IN MM 196 196 177 177 135



FM SERIE/SM SERIE LAUTSPRECHER VERGLEICH

 FM-F77RW
FM-F77RB

FM-F77SW
FM-F77SB

FM-F65RW
FM-F65RB

FM-F65SW
FM-F65SB

SM-F65CW
SM-F65CB

SPECIFICATIONS

SPEAKER SIZE 7.7” 7.7” 6.5” 6.5” 6.5”

PEAK POWER (WATTS) 200 200 120 120 100

RMS POWER RATING 
(WATTS) 50 50 30 30 -

EFFICIENCY (1W/1M) 91dB 91dB 87dB 87dB 84dB

FREQUENCY RESPONSE 80Hz - 18kHz 80Hz - 18kHz 100Hz - 18kHz 100Hz - 18kHz 150Hz - 20kHz

IMPEDANCE 4 Ohms 4 Ohms 4 Ohms 4 Ohms 4 Ohms

TWEETER TYPE Aluminum dome Aluminum dome Aluminum dome Aluminum dome -

CONE MATERIAL Polypropylene Polypropylene Polypropylene Polypropylene Polypropylene

EINBAUDURCHMESSER 165mm 165x165mm 138mm 138x138mm 130mm

EINBAUTIEFE 83mm 83x83mm 70mm 70x70mm 24mm

LED LIGHTING No No No No No

www.ferropilot.de

1691331/1691332 1691333/1691334 1691327/1691328 1691329/1691330 1691325/1691326Ferropilot/ELNA Art. Nr.  
UVP € inkl. Mwst. 219,95 € 219,95 € 189,95 € 189,95 € 89,95 €

AUSSEN Ø IN MM 181 181 X 181 150 153 X 153 155 X 155



FR SERIE/EL SERIE/SOUND-PANEL LAUTSPRECHER VERGLEICH

MS-FR7021 MS-FR6021 MS-FR4021 EL-FL651SPG EL-F651W
EL-F651B

RV-FS402W
RV-FS402B MS-CL602 MS-OS420

SPECIFICATIONS

SPEAKER SIZE 7” 6” 4” 6.5” 6.5” 471mm x 211mm 
[18-9/16” x 8-5/16”] 6” 4”

PEAK POWER (WATTS) 260 200 120 150 150 200 total (100 per 
speaker connection) 120 100

RMS POWER RATING 
(WATTS) - - - - - 50 total (25 per 

speaker connection) 40 25

EFFICIENCY (1W/1M ) 91dB 90dB 87dB 88dB 88dB 87dB 89dB 86dB 

FREQUENCY RESPONSE 60Hz - 22kHz 70Hz - 22kHz 90Hz - 22kHz 45Hz - 16kHz 45Hz - 16kHz 67Hz - 20kHz (-10dB/-3dB) 50Hz - 
20kHz / 85Hz - 20kHz 80Hz - 20kHz

IMPEDANCE 4 Ohms 4 Ohms 4 Ohms 4 Ohms 4 Ohms 4 Ohms 6 Ohms 4 Ohms

TWEETER TYPE Titanium dome Titanium dome Titanium dome N/A N/A Silk dome Silk dome PEI

CONE MATERIAL CURV CURV CURV Polypropylene Polypropylene Polypropylene Polypropylene Polypropylene

EINBAUDURCHMESSER/MASSE 156mm 130mm 98mm 130mm 130mm 431mm x 171mm 206mm 200mm x 137mm 

EINBAUTIEFE 78mm 72mm 54mm 43mm 43mm 43 mm 78mm 163mm

LED LIGHTING No No No RGB No No No No

www.ferropilot.de

1691202 1691201 1691283/1691284 1691259/1691260Ferropilot/ELNA Art. Nr.  
UVP € inkl. Mwst. 149,95 € 129,95 € 99,95 € 149,95 €

1691200
89,95 €

1691285
119,95 €

1691225
219,95 €

1691224
129,95 €

AUSSEN Ø IN MM 195 177 137 176 176 475 X 214 232,2 -

Auslaufmodelle - nur solange der Vorrat reicht
Alternativmodelle: XS-Serie



SIGNATURE SERIE AMPLIFIERS VERGLEICH

SG-DA12250 SG-DA41400 SG-DA51600 SG-DA61500 SG-DA82000

SPECIFICATIONS
PEAK POWER (WATTS) 2250 1400 1600 1500 2000

AMPLIFIER CLASS Class-D Class-D Class-D Class-D Class-D

FREQUENCY RESPONSE 10Hz - 300Hz - 3dB (subwoofer) 10Hz - 50kHz - 3dB 10Hz - 50kHz - 3dB 10Hz - 40kHz - 3dB 10Hz - 40kHz - 3dB

OPERATING VOLTAGE 10.8 - 16 V 10.8 - 16 V 10.8 - 16 V 10.8 - 16 V 10.8 - 16 V

MAXIMUM OPERATING 
CURRENT 120A 80A 80A 75A 100A

FUSE RATINGS 3 x 40A 2 x 40A 2 x 40A 3 x 40A 4 x 40A

UNDER/OVER VOLTAGE 
PROTECTION Yes Yes Yes Yes Yes

TOTAL RATED POWER 
OUTPUT 4 OHM

500 W RMS x 1 @ 14.4V - 4 Ohm  
1% THD

150 W RMS x 4 @ 14.4V - 4 Ohm  
1% THD

80 W RMS x 4 + 250 W RMS x 1           
@ 14.4V - 4 Ohm 1% THD

100 W RMS x 6 @ 14.4V - 4 Ohm  
1% THD

100 W RMS x 8 @ 14.4V - 4 Ohm  
1% THD

TOTAL RATED POWER 
OUTPUT 2 OHM

850 W RMS x 1 @ 14.4V - 2 Ohm  
1% THD

220 W RMS x 4 @ 14.4V - 2 Ohm  
1% THD

130 W RMS x 4 + 330 W RMS x 1  
@ 14.4V - 2 Ohm 1% THD

140 W RMS x 6 @ 14.4V - 2 Ohm        
1% THD

140 W RMS x 8 @ 14.4V - 2 Ohm        
1% THD

TOTAL RATED POWER 
OUTPUT

1100 W RMS x 1 @ 14.4V  - 1 Ohm  
1% THD

440 W RMS x 2 @ 14.4V - 4 Ohm 
bridged 1% THD

250 W RMS x 2 @ 14.4V – 4 Ohm 
bridged 1% THD + 250 W RMS x 1  

@ 14.4V - 4 Ohm 1% THD

280 W RMS x 3 @ 14.4V - 4 Ohm 
bridged 1% THD

280 W RMS x 4 @ 14.4V - 4 Ohm 
bridged 1% THD

SIGNAL TO NOISE RATIO 
(AT 4 OHM RATED POWER 
OUTPUT)

>80dB >95dB >95dB >85dB >85dB

SEPARATION/CROSSTALK - >45dB >45dB >60dB >60dB

HP VARIABLE CROSSOVER 10Hz - 80Hz (subwoofer) 32Hz - 320Hz 32Hz - 320Hz 32Hz - 320Hz 32Hz - 320Hz

LP VARIABLE CROSSOVER 32Hz - 320Hz (subwoofer) 32Hz - 320Hz 32Hz - 320Hz 32Hz - 320Hz 32Hz - 320Hz

MASSE
Length: 300mm 
Width: 210mm 
Height: 50mm

Length: 300mm 
Width: 210mm 
Height: 50mm

Length: 300mm 
Width: 210mm 
Height: 50mm

Length: 420mm 
Width: 210mm 
Height: 57mm 

Length: 420mm 
Width: 210mm 
Height: 57mm

www.ferropilot.de

1691254 1691253 1691252 1691296 1691297Ferropilot/ELNA Art. Nr.  
UVP € inkl. Mwst. 499,95 € 499,95 € 599,95 € 649,95 € 799,95 €



AMPLIFIER VERGLEICH

MS-AM504 MS-AM402 MS-AM702

SPECIFICATIONS
PEAK POWER (WATTS) 500 400 140

AMPLIFIER CLASS Class-AB Class-AB Class-D

FREQUENCY RESPONSE 5Hz - 38kHz - 3dB 5Hz - 38kHz - 3dB 10Hz - 20kHz

OPERATING VOLTAGE 10.8 - 16 V 10.8 - 16 V 10.8 - 16 V

MAXIMUM OPERATING 
CURRENT 50A 25A 10A

FUSE RATINGS 2 x 25A 1 x 25A 1 x 10A

UNDER/OVER VOLTAGE 
PROTECTION No No Under voltage protection only

TOTAL RATED POWER 
OUTPUT 4 OHM

65 W RMS x 4 @ 14.4V - 4 Ohm
1% THD

65 W RMS x 2 @ 14.4V - 4 Ohm
1% THD

20 W RMS x 2 @ 14.4V - 4 Ohm
10% THD

TOTAL RATED POWER 
OUTPUT 2 OHM

100 W RMS x 4 @ 14.4V - 2 Ohm
1% THD

100 W RMS x 2 @ 14.4V - 2 Ohm
1% THD

30 W RMS x 2 @ 14.4V - 2 Ohm
10% THD

TOTAL RATED POWER 
OUTPUT 4 OHM BRIDGED

200 W RMS x 2 @ 14.4V - 4 Ohm
Bridged 1% THD

200 W RMS x 1 @ 14.4V - 4 Ohm
Bridged 1% THD -

SIGNAL TO NOISE RATIO 
(AT 4 OHM RATED POWER 
OUTPUT)

>95dB >95dB >95dB

SEPARATION/CROSSTALK >60dB >60dB >55dB

HP VARIABLE CROSSOVER 40Hz – 600Hz 40Hz – 600Hz 60Hz – 600Hz

LP VARIABLE CROSSOVER 40Hz – 160Hz 40Hz – 160Hz -

EINBAUMASSE
Length: 366mm 
Width: 299mm
Height: 53mm

Length: 296mm 
Width: 299mm 
Height: 53mm

Length: 128mm 
Width: 78mm 
Height: 51mm

www.ferropilot.de

SG-24DA61500

1500

Class-D

10 Hz to 40 kHz (-3dB @ 4 Ohm rated power)

21.6 - 32 V

35A

3 x 20 A

100 Watts RMS x 6 @ 
28.8V - 4 Ohm 1% THD

140 Watts RMS x 6 @ 
28.8V - 4 Ohms 1% THD

280 Watts RMS x 3 @ 
28.8V - 4 Ohm 1% THD

1691295 1691255 1691256 1691206Ferropilot/ELNA Art. Nr.  
UVP € inkl. Mwst. 699,95 € 319,95 € 219,95 € 109,95 €

Length: 420mm 
Width: 210mm
Height: 57mm

Yes

>85dB

>60dB

32Hz – 320Hz

32Hz – 320Hz



SG-S102W SG-SL102SPW 
SG-SL102SPC XS-SL10SPGW XS-S10CWB

SPECIFICATIONS

SUBWOOFER SIZE  10” 10” 10” 10”

PEAK POWER [WATTS) 600 600 400 400

RMS POWER RATING 
(WATTS) 300 300 120 120

EFFICIENCY [1W/1M ) 86dB 86dB 87dB 87dB

MAGNETIC STRUCTURE 68oz 68oz 41oz 41oz

FREQUENCY RESPONSE 30Hz - 2kHz 30Hz - 2kHz 30Hz - 2kHz 30Hz - 2kHz

IMPEDANCE 4 Ohms 4 Ohms 4 Ohms 4 Ohms

VOICE COIL DIAMETER 2” 2” 1.5” 1.5”

EINBAUDURCHMESSER/
MASSE 223mm 223mm 223mm 223mm

EINBAUTIEFE 133mm 133mm 113mm 113mm

LED LIGHTING No White / Blue RGB No

SUBWOOFER VERGLEICH

www.ferropilot.de

1691359 1691292 1691291Ferropilot/ELNA Art. Nr.  
UVP € inkl. Mwst. 249,95 € 229,95 € 189,95 €

1691360/1691361
279,95 €/319,95 €

AUSSEN Ø 275mm 275mm 275mm 274mm

SG-SL122SPW 
SG-SL122SPC

1691362/1691363
549,95 €/599,95 €

12”

1600 

800

86dB

68oz

20Hz - 2kHz

4 Ohms

4”

306mm

207mm

White / Blue

356mm



FM-S10RW
FM-S10RB

FM-S10SW
FM-S10SB MS-SW10

SPECIFICATIONS

SUBWOOFER SIZE 10” 10” 10”

PEAK POWER [WATTS) 400 400 400

RMS POWER RATING 
(WATTS) 120 120 200

EFFICIENCY [1W/1M ) 87dB 87dB 88dB

MAGNETIC STRUCTURE 41oz 41oz 60oz

FREQUENCY RESPONSE 30Hz - 2kHz 30Hz - 2kHz 30Hz - 2kHz

IMPEDANCE 4 Ohms 4 Ohms 4 Ohms

VOICE COIL DIAMETER 1.5” 1.5” 1.5”

EINBAUDURCHMESSER/
MASSE 269mm 269mm x 269mm 222mm

EINBAUTIEFE 140mm 140mm 117mm

LED LIGHTING No No No

SUBWOOFER VERGLEICH

www.ferropilot.de

1691204Ferropilot/ELNA Art. Nr.  
UVP € inkl. Mwst. 149,95 €

1691335/1691336
199,95 €

1691337/1691338
199,95 €

AUSSEN Ø 284mm 284 x 284mm 268mm

MS-AB206

1691223
349,95 €

6" Down Firing + 6" Passive Radiator

350 Watts Total (210 Watts + 
140 Watts Speaker Output)

25Hz - 200Hz

Rated Amplifier Power  26 Watts RMS 
per channel @ 4 Ohms, 43 Watts RMS 

per channel @ 2 Ohms

N/A

N/A

2 Ohms minimum

N/A

500mm x 250mm x 153mm

N/A

N/A

No


	Leere Seite



